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Installation of Protective Coverings
Devices and accessories for local authorities and sports clubs,
in order to protect sports-floorings at non-sporting events.

In cooperation with the sports-flooring industry we have developed a logistic system, 
that significantly improves the installation, removal and storage of protective coverings 
in multi-purpose halls.

Marking Systems for Playing-Fields
Modern and useful devices for marking allow performances of all kinds of sport.
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Off- and Onrolling Device
for 150 and 200 cm width of rolls
in order to protect sports-floorings at non-sportig events
for:  offrolling – onrolling – lifting – transporting of all kinds of protective coverings

very mobile on all floorings

Lifting down the protective coverings with roll-crank
from the stationary or free-movable roll stand,
and loading the roll in the on- and offrolling device.

Before the Event

guiding pole

side limiter

fastening belt

tilting-arm

hand-crank

securing pins

4 turning wheels 
(with brake)
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Roll Stands
for storage of protective-covering rolls 150 and 200 cm width of rolls

roll stand – fixed at floor / wall roll stand – one-sided, free-standing

roll stand – double-sided, free movable

Before the Event Take off fastening belt, moving in the sports hall 
with the off- and onrolling device, and unrolling 
the protective covering. Adjusting the strips and 
closing the seams with tape-off roller.

Option 1:
application with off- and onrolling device

Press-on Slide
to get off air bubbles under

the installed strips.

Working width: 1.000 mm
Option 2:
offrolling with movable roll stand

wall plate

roll crank 
with flat belt (pair)

onroll pole

pole suspension

securing pin
for pole suspension

protective 
covering

velcro fastening belt

profile of 
roll stand

floor plate
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Tape-Offroller with press-on roller for one-sided tape

The strips are connected with tape
while walking forward.

With the press-on roller the tape will be fixed 
on the seam while walking.

Tape-Offroller with pressure roll
for one-sided tape

Tape one-sided: 50 mm width.
Length: 33 m Color: black

Flexible cleaning machine for all hard floor surfaces.

Two brushes make sure your floor is extra clean.

Dirt is extracted immediately by strong suction nozzles.

The RA300 E cleans when moving forwards and backwards.

Stubborn stains can be removed with special cleaning pads.

The adjustable, removable handle allows easy transporting

and handling.

TECHNICALDATA

power supply : 230 V or 120 V

power cable : length 7,5 m (22”)

motor power : 1100 W

working width : 35 cm

suction width : 39 cm

brush diameter : 2 x Ø 17 cm

dimensions LxWxH:55 x 39 x 41 cm

clean water tank : 13 litre

dirty water tank : 16 litre

weight approx. : 22 kg

Complete with 2 brushes

ACCESSORIES

- pad mounting plate

(2 pcs necessary)

- pads Ø 165 mm

brown:for stubborn dirt

red:  for normal dirt

After the Event
Cleaning of protective coverings 
with Hard Floor Cleaning machine 
RA300 E

Fastening belt beige
with Velcro catch and plastic eye.

Available in:
length: 1,3 m for roll-Ø  200 – 370 mm
length: 1,8 m for roll-Ø  270 – 525 mm

Safety-knife 

complete in plastic holster 
with 20 straight H/D blades 
50 mm (2”)
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After the Event

Taking off the tape, fixing protective covering at onroll pole
- onrolling with electric pole winder and closing the roll with 
fastening belts.

Moving in the storage room with off- and onrolling device and
lifting up the roll in the free position of roll stand.

Transport Trolley JUMBO
with polyamid wheels

wheels Ø 100 mm, load max. 350 kg
Lx W: 30 x 60 cm, H: 14,5 cm

Platform ladder
5 steps (incl. top step)

2 pieces are necessary 
to operate the roll-crank 
at roll stands

Electric Pole Winder 
for off- and onrolling device and roll stands

Roll-Crank (pair)
Also most heavy rolls can
be loaded in roll stands
with the roll-crank.

- ration 1:4
- with safety catch
- GS certified 
(German safety regulation)

Accessories

Frame Extension Pair
With the frame extension
pair and roll-crank, rolls can
be lifted up to the top 
of roll stands.

Pole Suspensions
with plastic-slide inlay,
integrated brake and
safety locking.
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Marking of 
Playing Fields

cutting head with pencil
for marking

circle cutting of radii 
220 – 9000 mm

cutting head with
adjustable blade

1 2

3 84

5

6

7Components
1) marking head for tape

2) marking head for protection tape

3) extension poles

4) pole-connections

5) centre-part with 2 suction cups

6) sheet metal guiding for straight lines

7) transporting case ABS

8) futteral for extension poles

Special
Accessories
Circle Cutter

to cut markings in sports
flooring

Marking Device

for playing fields

If the marking is 
to be painted on 
sports floorings,
two parallel
protection tapes 
are taped with 
the marking head.

marking head with
guiding for straight lines

marking head with
protection tape
up to 9 m radius

marking head with tape
up to 9 m radius


